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A ﬁrst experimental demonstration of a new type of magnetic trap for ultra-cold neutrons is presented. 
High-ﬁeld seeking spin-states are trapped in a potential formed by the magnetic ﬁeld of a straight wire 
and a repulsive coating on the wire surface. Life-times of the trapped neutrons of 60 s could be observed. 
This conﬁguration can in principle be used to form bound states of the wave function on the surface of 
the wire to probe new forces at short distances. Further applications include the use as a guide and 
selector for perfectly polarized neutrons.
© 2014 The Authors. Published by Elsevier B.V. This is an open access article under the CC BY license 
(http://creativecommons.org/licenses/by/4.0/). Funded by SCOAP3.1. Introduction
Ultra-cold neutrons (UCN) are neutrons with velocities below 
∼ 7 m/s or few 100 neV kinetic energy [1,2]. Such neutrons expe-
rience total reﬂection on many material surfaces under any angle 
of incidence. This is due to the so-called Fermi-potential V F , an 
effective potential caused by an average interaction with many nu-
clei:




with N the number density of atoms, b the bound coherent scat-
tering length of the atomic nuclei in the material and mn the mass 
of the neutron. Further, the effect of gravity, 1.02 ·10−7 eV per me-
ter height, is comparable to the kinetic energy, as well as splitting 
of energy levels in magnetic ﬁelds:
V B = ±|μn|B, (2)
with |μn| ∼ 6 · 10−8 eV/T the magnetic moment of the neutron. 
As the Larmor-precession frequency is in many cases fast com-
pared to changes in the magnetic ﬁeld as seen by the neutron, 
the alignment of the polarization adiabatically follows the mag-
netic ﬁeld lines [3]. Thus, once the particle enters a static magnetic 
ﬁeld, it experiences a force which either repells low-ﬁeld-seeking 
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SCOAP3.spin-states (LFS) from regions of high magnetic ﬁeld, or attracts 
high-ﬁeld-seeking spin-states (HFS) repsecitvely. Usually a combi-
nation of the interaction of neutrons with magnetic ﬁelds, Fermi-
potential and gravity enables the construction of traps, where UCN 
can be conﬁned for up to their beta-decay life-time. For a theoret-
ical discussion on magnetic manipulation of neutrons see e.g. [4]. 
Also, magnetic trapping of neutrons around a very thin wire has 
previously been discussed theoretically [5,6]. Guides and traps for 
high-ﬁeld seeking spin-states have been demonstrated previously 
in matter-wave optical applications [7–10], where neutral atoms 
are guided. In neutron physics, magnetic traps for LFS have been 
realized previously [11,12] and are used for the precise measure-
ment of the life-time of the free neutron. However, trapping of 
HFS has only been demonstrated recently [13]. In this work, a new 
type of magnetic trap for UCN is presented. It is formed by a wire, 
with a variable strong current for radial magnetic conﬁnement. Ax-
ial conﬁnement is achieved by mirrors, which are mounted on the 
wire at both ends of the trapping region. For the case of a static 
magnetic ﬁeld quantum mechanical bound states are expected on 
the surface of the wire, similarly to e.g. [14,15]. The wire is thick 
and thus the bound states are comparable to states forming on 
a ﬂat surface. Such a conﬁguration would be sensitive to new 
(gravity-like) forces at short distances and thus be an alternative 
pathway to search for physics beyond the standard model of parti-
cle physics. However, due to the small energy of such states, much 
improved statistics is required, which can be achieved in contin-
uous operation and transmission through a cylinder-shaped colli-
mator mounted around the wire. The concept further has potential under the CC BY license (http://creativecommons.org/licenses/by/4.0/). Funded by 
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axis (position of the wire). The upper (green) curve corresponds to the potential 
that LFS experiences, the lower (red) curve applies to HFS. The hatched region be-
tween z = ±0.003 m is the volume occupied by the wire. Gravity tilts the vertical 
potential, as denoted by the solid (grey) line. (For interpretation of the references to 
color in this ﬁgure legend, the reader is referred to the web version of this article.)
applications as a guide for polarized extremely low energy neu-
trons or high brightness polarized beams with transverse velocities
vT < vc = √2V F /mn , where V F is the Fermi-potential of the wire 
surface.
2. Experimental apparatus
The trap was realized by a wire with a strong current I , which 
forms a radially increasing potential along the radius r for high-
ﬁeld seeking spin-states. In the case of a horizontal wire, the po-
tential is in addition disturbed by gravity in z-direction:
VHFS(r, z) = μnμ0 I
2πr
+mngz. (3)
At the radius of the wire r0 = 0.003 m, the potential makes a step 
according to the Fermi-potential V F of the wire. The trapping po-
tential for HFS and LFS is shown in Fig. 1. Here, one important 
parameter characterizing the trap is the distance from the wire 
at which gravity overwhelms the magnetic forces. In a horizontal 






With trap depth of 10−9 eV, similar to the kinetic energy of the 
trapped UCN, the neutron’s trajectories are calculated using clas-
sical equations of motion. Filling the trap was realized by raising 
the current through the wire (and thus the magnetic trapping po-
tential) while a continuous ﬂux of neutrons ensured a constant 
density of UCN in the trapping region. High-ﬁeld-seeking spin-
states were trapped in a region between r > r0 and r < rcrit by 
ramping the magnetic ﬁeld and thus lowering the magnetic poten-
tial during the passage of particles through this region. The trap 
was set up at the beam line PF2/UCN [16] Institute Laue-Langevin 
(ILL), Grenoble. A scheme of the experimental setup is shown in 
Fig. 2. Neutrons were supplied from the UCN turbine [17] into the 
neutron guide towards the experiment, separated by an aluminum 
foil with a V F = 54 neV. This potential corresponds to a minimum 
velocity of all UCN entering the system vcrit = √2V F /m = 3.2 m/s. 
The average neutron energy was then shifted to lower kinetic en-
ergies by placing the trap 1.6 m above the UCN exit port at the 
neutron turbine. The wire was horizontally inserted into the cylin-
drical neutron guide. It is comprised of a copper tube with 6 mm 
outer diameter and 4 mm inner diameter and a sputter-coating 
with a NiMo alloy composed of 85% Ni and 15% Mo. The coat-
ing has a high optical potential (238 neV) and is non-magnetic, its Fig. 2. Experimental apparatus for wire trapping. The trap was formed of neutron 
guides in vacuum with 0.07 m diameter. Neutrons entered the apparatus from 
the UCN turbine at ILL-PF2 [1] and were guided 1.6 m up through a shutter [2]. 
The wire that carried the current to form the trapping ﬁeld [3] entered the guide 
through an insulated feedthrough and left the guide again after 1.3 m. At positions 
[4] and [5], reﬂecting copper mirrors with 0.03 m diameter were mounted on the 
wire with 0.54 m distance for axial conﬁnement. This deﬁnes the axial length of 
the trap. Through the shutter [6] neutrons then left the volume to be counted in 
the detector [7].
non-depolarizing properties have been investigated previously [18,
19] and should not limit the storage of HFS for this experiment. 
Two coated copper discs with 0.03 m diameter were mounted on 
the wire for axial conﬁnement. Additionally, cooling water with 
3 bar pressure was supplied to the wire by an external source 
to combat electrical heating. Current was supplied by a DANFYSIK 
System 8000 power supply with a maximum output of 2000 A at 
2 V. The vacuum during the measurements was < 3 × 10−3 mbar. 
Neutrons were detected using a CASCADE detector [20], which is 
based on neutron conversion at a boron coated entrance window 
to charged particles for detection. The detector was located on the 
adjacent side of the guide 0.9 m below the trap so neutrons were 
accelerated by gravity to gain suﬃcient energy to enter the de-
tector through an aluminum window. A layer of cadmium plates 
and an outer layer of borated polyethylene bricks was mounted 
to shield external background; together with two additional shut-
ters along the neutron guide between the turbine and the setup 
the environmental noise after shielding decreased to ∼ 13 mHz
for most of the actual measurements. Operation of shutters, mag-
net power supply and the detector readout was fully automatic to 
enable cyclic measurement sequences.
3. Measurement
A numerical simulation of the trapping procedure has been per-
formed. Initial momenta and positions of UCN inside the guide 
have been assumed to be random. The velocity distribution of the 
neutrons is assumed to be similar to Ref. [17]. The trajectories of 
the neutrons are calculated using a Runge–Kutta 8th-order algo-
rithm in a time-varying magnetic potential. Various tests of the 
parameters used for the simulations have been performed. For a 
wide range of realistic parameters, e.g. for the diffuse scattering 
probability on the walls or the mechanical precision of the wire 
and the discs, the performance of the trapping procedure showed 
no strong dependence. A simulation of critical trapping parame-
ters is shown in Fig. 3: the trapping probability for different neu-
trons in the guide with different velocities is plotted on the left 
with parameters similar to the actual measurement. A velocity of 
1 m/s corresponds roughly to 6 neV kinetic energy (about equal 
to the trap depth). The average velocity of the trapped particles is 
∼ 0.3 m/s. On the right, the dependence of the trapping proba-
bility on the ﬁnal current is shown with a constant ramp speed 
of 250 A/s. The trapping eﬃciency is proportional to the velocity 
distribution in the guide volume. The requirement for large cur-
318 Th. Brenner et al. / Physics Letters B 741 (2015) 316–319Fig. 3. Left: simulated trapping probability as a function of neutron velocity; here, the current was ramped from 0 A to 1400 A with a ramp of 250 A/s. Right: trapping 
probability for 0.5 m/s UCN with varying ﬁnal current; here, the current was ramped from 0 A to the ﬁnal current with a ramp of 250 A/s.rents also follows from this behavior. Further simulations show the 
almost linear dependence of the trapping eﬃciency on the current-
ramp rate, which is on the order of 5 × 10−3 for 100 A/s, 1 × 10−2
for ∼ 220 A/s and 1.5 × 10−2 for 450 A/s for 1400 A ﬁxed maxi-
mum current.
A typical trapping sequence started with ﬁlling the neutron 
guides to equilibrium density for 40 s. Note that the time constant 
to reach equilibrium density is only few seconds for the aver-
age UCN spectrum from the turbine, but on the order of 20–30 s 
for the neutrons with velocities of 0.3 m/s. Then the current was 
ramped up to trap HFS. Internal heating of the power supply lim-
ited the current through the wire to 1400 A. For the actual mea-
surement a ramp of 240 A/s was chosen to optimize trapping eﬃ-
ciency as well as prevent internal overheating of the power supply. 
After ramping, the shutter (item [2] in Fig. 2) and additional shut-
ters along the beam line were closed. Then, all neutrons in the 
volume of the guide that were not trapped were counted in the 
detector. After a storage period for trapped neutrons of 60 s (when 
the non-trapped neutrons have left the volume) the current was 
switched off and the trapped neutrons were counted in the de-
tector. Measurements were performed in an alternating sequence 
of runs with current and otherwise identical runs but with zero 
current. Due to the small count rate, this was critical to monitor 
background during data-taking periods.
The expected number of trapped neutrons was estimated from 
the number of neutrons found in the guide volume, about 36 000 
after ﬁlling: assuming energies up to 210 neV (the Fermi poten-
tial of stainless steel) with a linearly increasing distribution and a 
shift of the spectrum by 160 neV due to gravity, only 270 of these 
have velocities below 1 m/s. Using the calculated trapping proba-
bility for UCN with 0.4 m/s, 1.5 trapped UCN per run are expected. 
Losses due to wall collisions are ∼ 10−6 per wall collision for ki-
netic energies of < 1 neV, the depolarization rate for the NiMo 
coating of the wire is below 10−5 per wall collision without known 
energy dependence. Emptying of the trap had a time constant of 
∼ 25 s. For this estimate (consistent with data), we used an av-
erage velocity of 0.3 m/s, a velocity in guide direction of about 
0.2 m/s and a characteristic distance from the trap to the detec-
tor of 2 m. With the signal distributed over 40 s during emptying, 
this corresponds to an expected count rate of 25 mHz. However, 
this is dependent on the unknown exact form of the UCN velocity 
distribution.
Fig. 4 shows a sum of 119 sets of subsequent measurements 
with and without current. The rate is normalized to counts per 
second per run, averaged over 10 s. The time t = 0 on the x-axis
corresponds to the time when the current was switched off and 
the trap was emptied. The background measurements are identical 
cycles (including the same time constants), but with current set 
to zero and thus without ﬁlling of the trap. The ﬁlled circles (red 
color) show the count rate of UCN that left the guide 60 s after the Fig. 4. Neutron count rate in the detector after the magnetic ﬁeld in the trap is 
switched off (at t = 0). Data runs (with current) are denoted by the square (black), 
background runs (without current but otherwise identical conditions) are denoted 
by the circles (red). The background obeys a purely exponential ﬁt. The signal is 
ﬁtted by a superposition of the underlying exponential decay of the background 
and a peak. To guide the eye, the dashed line illustrates the ﬁt function for the 
peak alone. It is composed of a rise time component and an exponential decay. For 
an explanation of the ﬁt see text. (For interpretation of the references to color in 
this ﬁgure legend, the reader is referred to the web version of this article.)
shutters were closed: the rate of UCN which reach the detector 
is exponentially decreasing and ﬁnally approaches a ﬂat constant 
background level. The solid line is the corresponding exponential 
ﬁt with an offset. The ﬁlled squares (black color) show the count 
rate after the current was switched off and the trapped UCN were 
counted in the detector. Also in this case an exponentially decreas-
ing rate can be observed, with a peak of trapped UCN The result is 
ﬁtted by superimposing a peak on the identical exponential back-
ground ﬁt. The peak is composed of an exponential rise and an 
exponential decay, resulting in an overall duration of the emptying 
procedure. This characteristic shape has been simulated, with the 
time constants for rise and decay being correlated and dependent 
on the diffuse scattering behavior of the overall guide system. As 
diffusion is an unknown quantity here, the time constant is simply 
matched to best ﬁt the result with a reduced χ2 = 0.5. Its statisti-
cal signiﬁcance is > 8σ above background and corresponds to the 
estimated signal from simulation. The data is selected from a se-
ries of subsequent trapping and background measurements, while 
the background drifted from 10–50 mHz during the measurement 
period. A cut was applied to remove sets of six subsequent data-
and background-runs around every measurement where the back-
ground measurements exceeded 20 mHz. The stability of this pro-
cedure was conﬁrmed by changing the size of a window around 
which sets of data were dismissed. The background depended on 
the shutters along the beam line, which did not perfectly close and 
thus caused a constant background. The temporally variable con-
tribution to the background seemed to depend on the state of the 
guides inside the UCN turbine. The result also indicates that the 
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non-depolarizing NiMo layers is < 10−5 per wall collision, which 
has not been tested previously. Such a possible energy-dependent 
behavior has been subject to previous investigations [21,22], al-
though for signiﬁcantly higher energies and larger magnetic ﬁelds.
4. Conclusions
A new type of magnetic trap for high-ﬁeld-seeking spin-
states has been realized and its operation principle has been 
demonstrated for the ﬁrst time. The concept of using a rotation-
symmetric potential around a wire also has potential future appli-
cations as a specialized polarized neutron guide or to probe new 
forces of nature at short distances. We wish to acknowledge the 
great support at the Meier-Leibnitz Laboratory in Garching and 
at the Institute Laue-Langevin in Grenoble. This work was sup-
ported by the DFG Cluster of Excellence ‘Origin and Structure of 
the Universe’. K. Rezai was supported by the generous stipend of 
the Qualcomm foundation.
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